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Loekhfted Aircraft Corp 


DATE 22 APRIL 1966 


NAME OF MAJOR COMPONENT 


ENGINEERING STUDY £[] 
CHANGE PROPOSAL Pj 



AFFECTS : 


WSPO Q 


PART OR LOWEST SUBASSEMBLY 


PROJECT , 


PART NO. & MODEL OR TYPE 


TITLE OF PROPOSAL : 


NATURE OF PROPOSAL: 


- SENSITIVE TAPE ALTIMETER & AIR DATA COMPUTER 


SEE PAGE 2 


REASON FOR PROPOSAL : * 

•’. TO EVALUATE PILOT FKSSERIATIOH OF WO DI7FEKBKT ALTIMETER PRESEHTATIORS J 
ESTABLISH INDICAT OR - AIR DATA COKHJTER (ADC) ACCURACIES, AHD UTILIZE 
\ OTHER ADC COTPUT. • ' <k’\- / 


V* r . 



CP 


.y ; 4- • • ~ .-1 v'v“ ■■■• 


ESTIMATED COST AND TIME INVOLVED : SPW1Q23 
ADDITIONAL FUNDING REQUIRED £ SB-Ig23 (YES) 


ESTIMATED- COST . FOR KITS <DR PARTS : : ! - ; 

ADDITIONAL FUNDING REQUIRED ; 


ITEMS AFFECTED BY PROPOSAL 



MISSION 

PESFOtM-* 

into 

TtVLHfSJ 

A NCt 

Q 

H 



• : •> ?; .y-h ■ %■ 

•? t "i>v: -•* 



\ . / >K. y * 


TOOLS t 

MAINTE- 

SERVICE 

SUffOtT 

NANCE 

UK 

EQUIPMENT 

PtOCEOURE 




MANUAL I NANCE 
I MANUAL 


EST. MAN/HRS. REQT). TO ACCOMPLISH CHANGE IN FIELD 


SOURCE OF PARTS FOR KIT 

adp/vehdor/ofae 


DISPOSITION OF SPARES AFFECTED 


AVAILABILITY WEEKS AFTER APPROVAL 

SEE PACE 3 
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MATURE OP PROPOSAL: 

■i 


PHASE I 


INSTALL & PUCffiT TEST (l PUGET) AT CONTRACTORS FACILITY : 


1. BENDIX AIR DATA COMPUTER. 

2. BENDIX TYPE 1D900-1A-1-A1 TAPE ALTIMETER. 

3. KOLLSMAN A 36932 -IO-OO 3 POINTER-COUNTER ALTIMETER. 
k . AFCS MACH CONTROL FROM ADC DELTA MACH. 

% TOTAL TEMPERATURE PROBE. 

6. A/O PANEL FOR FOLLOWING: 

a. TAPE ALTIMETER 

b. POINTER COURPER ALTIMETER 

0. STANDARD BAROMETRIC ALTIMETER 

d. ADC CALIBRATED AIR SPEED 

e. STANDARD INDICATED AIR SPEED 

f. ADC TRUE AIR SPEED 

g. ADC MACH 

h. EVENT LIGHT FOR COORDINATION WITH EAPB ASKAHIA 
CAMERA RANGE 

1. CLOCK 

J. SENSITIVE OAT 


The altimeters are being obtained from GPE stock and vlll require 
calibration, and possibly some refurbishment, prior to flight. The 
ADC has been obtained on a loan basis frcm'Bendix. A total temp, 
probe is available at the contractors. - 


PHASE II *0 BE CONDUCTED AT EAPB 

TEST PROGRAM TO BE ACCOMPLISHED IN TWO PARTS 



PART It Pour flights with all equipment mounted on A.O. panel and 
hatch mounted camera to establish data required to produce 
maeh compensated earn. (Plights made with’ flat cam. ) 


PART 2t -Three flights to determine the degree of accuracy obtained 

from the compensated system and to allow drivers time to evaluate 
altimeter presentations during simulated penetrations and let 
downs. 


A short time span will be required between Part 1 and Bart 2 to allow 
the vendor time to compute the cam shape and then cut the cam. 
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PRICK BREAKDOWN: 


PHASE I 


25X1 


Fabrication & installation of parts, equipment, and instrumentation 
in Art. #3^9 

PHASE II 

ADP support - engineering & flight test of Art. #3 48 during 
Cue teaser conducted testing at EAFB 

TOTAL ESTIMATED PROGRAM 


MOTE i Ve are proceeding with Phase I per telecon 
W3-66 • Ref: ADP • Van RuyB Msg #1830 


25X1 


SCHEDULE 


6 - 13 MAI 1986 
16 - SO MAI I 966 
23 - 27 MAXI 966 
30 MAI - 10 JUBE 1 966 
13- 22 JOKE 1966 


KIT INSTALL a 
FITS. 80. 1 & 2 a 
FITS. MO. 3 & k a 
FAB CAM 

FITS. M0. 5, 6 & 7 a 



Contractors 
Contractors & EAFB 
EAFB , 

EAFB • vl _. 
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